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FMQ-8-36 

Specifications 
Gas 
Flow Rate:  ................................. 7.6 scfm/3.6 GGE hr @ 68º F (60 Hz) 
 6.06 scfm/2.87 GGE hr @ 68º F (50 Hz) 
Maximum Discharge Pressure:  .............................  3,600 psig @ 59º F 
Minimum Inlet Pressure:  .......................................................  0.98 psig 
Maximum Inlet Pressure:  ......................................................  1.23 psig 
                                                                            
Electrical 
Electrical Supply:  .........................  240 Volts AC, Single Phase, 60 Hz 
 or 220 Volts AC, Single Phase, 50 Hz 
Circuit Ampacity:  .................................................................... 40 Amps 
Full Load Amperage: ................................... 28 / 26 Amps (60 / 50 Hz) 
Avg. Power Consumption Over Typical Fill Cycle:  ........ 3.6 to 4.8 kWh 
Classification:  ...........................................................  General Purpose 
 
Mechanical 
Dimensions L x W x H:  ...........................................  33.3”x4 8.3”x32” 
Unit Weight:  .............................................................................. 568 lbs 
Shipping Weight:  ....................................................................... 678 lbs 
Ambient Temperature Rating:  ................................... -40º F to +113º F 
Noise Level: ............................................................... 66 dBA @ 16.5 ft   
 

 

Model  
Number 

 
Description 

E77Q08036000 FMQ-8-36  
(7.6 scfm / 3.6 GGE hr – 3,600 psig @ 60 Hz) 
(6.06 scfm / 2.87 GGE hr – 3,600 psig @ 50 Hz) 
 
Complete with housing, fan assemblies, electronics module, compression modules, motor 
modules, controls module, check valve, 1/4" compression outlet fitting and pressure start. 
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FMQ-10 

Specifications  
Gas 
Flow Rate:  ............................. 10.0 scfm/4.74 GGE hr @ 68º F (60 Hz) 
 8.0 scfm/3.8 GGE @ 68º C (50 Hz) 
Maximum Discharge Pressure:  ............................  3,000 psig @ 68º C 
Minimum Inlet Pressure:  ...................................................      0.98 psig 
Maximum Inlet Pressure:  .....................................................   1.23 psig 
                                                                           
Electrical 
Electrical Supply:  .........................  240 Volts AC, Single Phase, 60 Hz 
                                                  or  220 Volts AC, Single Phase, 50 Hz 
Circuit Ampacity:  .................................................................... 40 Amps 
Full Load Amperage: ................................... 28 / 26 Amps (60 / 50 Hz) 
Avg. Power Consumption Over Typical Fill Cycle:  ........ 3.6 to 4.8 kWh 
Classification:  ...........................................................  General Purpose 
 
Mechanical 
Dimensions L x W x H:  ............................................  33.3”x48.3”x32” 
Unit Weight:  .............................................................................. 568 lbs 
Shipping Weight:  ....................................................................... 678 lbs 
Ambient Temperature Rating:  ................................... -40º F to +113º F 
Noise Level: .............................................................. 66 dBA @ 16.5 m 
 

Model  
Number 

 
Description 

E77Q10030000 FMQ-10  
(10.0 scfm/4.74 GGE hr – 3,000 psig @ 60 Hz) 
(8.0 scfm/3.8 GGE hr – 3,000 psig @ 50 Hz) 
 
Complete with housing, fan assemblies, electronics module, compression modules, motor 
modules, controls module, check valve, 1/4" compression outlet fitting and pressure start. 
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